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ABSTRACT: The energy resolution of the barrel part of the CMS Electromagnetic Calorimeter 
has been studied using electrons of 20 to 250 GeV in a test beam. The incident electron’s energy 
was reconstructed by summing the energy measured in arrays of 3×3 or 5×5 channels. There 
was no significant amount of correlated noise observed within these arrays. For electrons 
incident at the centre of the studied 3×3 arrays of crystals, the mean stochastic term was 
measured to be 2.8% and the mean constant term to be 0.3%. The amount of the incident 
electrons’ energy which is contained within the array depends on its position of incidence. The 
variation of the containment with position is corrected for using the distribution of the measured 
energy within the array. For uniform illumination of a crystal with 120 GeV electrons a 
resolution of 0.5% was achieved. The energy resolution meets the design goal for the detector. 
 
KEYWORDS: Calorimeters; Large detector systems for particle and astroparticle physics. 
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The Compact Muon Solenoid (CMS) experiment [1] is a general purpose detector which will 
operate at the 14 TeV proton-proton collider, LHC, at CERN. A main goal of the experiment is 
the discovery of the Higgs boson. If the Higgs mass is near the lower limit of 114 GeV currently 
established [2], a favourable discovery channel is its decay into two photons. To observe this 
decay, the measurement of the photons’ energies with high resolution and uniform response will 
be decisive. CMS is equipped with a hermetic homogeneous electromagnetic calorimeter 
(ECAL) [3] made of lead tungstate (PbWO4) crystals. Lead tungstate has a fast response and is 
resistant to radiation; it has a high density (8.3 g.cm-3), a short radiation length (X0 = 0.89 cm) 
and a small Moliere radius (RM = 2.0 cm), which allows a highly granular, compact detector to 
be built.  
The ECAL consists of a cylindrical barrel containing 61,200 crystals, closed at each end 
with end-caps, each containing 7324 crystals. The barrel is made up of 36 supermodules, each 
with 1700 crystals arranged in a quasi-projective geometry. The principal axes of the crystals 
are at an angle of 3º to the vectors from the nominal proton-proton interaction vertex, in both the 
azimuthal and polar angle projections [4]. The individual crystals are truncated pyramids with a 
lateral size close to RM and a length of 25.8 X0.  
In this paper, the energy resolution of the ECAL determined from data taken with electrons 
of 20 to 250 GeV, in October and November 2004, is discussed. The energy of the incident 
electrons is determined by summing the energy measured in an array of 3x3 or 5x5 crystals. 
However, these arrays do not fully contain the electron shower, and the amount of leakage out 
of the array depends on the electron’s incident position. A correction for the variation of the 
amount of the energy contained in the array, based on the relative sizes of the signals within the 
array, has been developed and is also discussed in this paper. 
Further details of the results presented here may be found in refs [5],[6]. 
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2. Experimental set up 
A supermodule (SM10) was mounted on a movable, computer controlled table at the H4 
beamline at CERN. The supermodule’s position was adjusted such that beam electrons were 
incident at an angle of 3° to the axis of a selected crystal in both transverse directions. The beam 
could be directed at each crystal in the supermodule. 
A beam telescope defining an area of 20×20 mm2, slightly smaller than the front faces of 
the crystals (≈ 22×22 mm2) was used to trigger the supermodule readout. A four plane 
scintillating fibre hodoscope with 150 µm spatial resolution was used to determine the 
transverse position of the incident particle. The transverse coordinates X and Y at the hodoscope 
correspond to the η (pseudorapidity) and Φ (azimuthal) directions across the supermodule in the 
CMS coordinate system. Figure 1 shows typical beam intensity profiles measured at the 
hodoscope. 
The selected crystal was generally positioned in the beam such that the energy deposit in 
this crystal was maximized. Due to the 3° off-pointing of the crystal axis, in this position the 
centre of the crystal front face does not coincide with the beam axis. Nevertheless we refer to 
this geometry by saying that the beam is ‘centred’ on the crystal. Data were also taken with the 
crystals moved half way between the positions of maximum response of adjacent crystals; we 
refer in this case to the beam being centred on the edge (or corner if moved in both directions) 
of the crystal, although again the edge (or corner) of the front face is not on the beam axis. 
The crystals form an array of 20×85 in the Φ × η directions in the supermodule, numbered 
such that crystals 1 - 20 are at η ~ 0 in CMS and crystals 1681 - 1700 are at maximum η (= 1.479).  
The supermodule was fully equipped with the final front end electronics [4] as well as with 
the final high and low voltage supplies, cooling and temperature systems [7],[8],[9], and laser 
monitoring system [10]. Each crystal is read out independently. The light produced in each 
crystal is detected by a pair of avalanche photodiodes [11]. The signal from the diodes is shaped 
and amplified in a Multi-Gain Pre-Amplifier (MGPA) with three parallel gain stages, of 
nominal gains 12, 6, and 1. The signals with all gains are sampled and digitized continuously at 
25 ns intervals by Analogue to Digital Converters (ADCs) and the largest unsaturated ADC 
value is read out each time. (If the read-out switches to a lower gain as the pulse grows, the 
return to higher gain is delayed by five samples after the threshold is re-crossed.) 
X (mm)




























Figure 1. Beam intensity profiles in the X (left) and Y (right) directions. 
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In the analysis of the test beam data, the signal amplitude is reconstructed from up to five 
consecutive digitized samples, using a digital filtering method which minimizes the contribution 
of the electronics noise [12]. For signals read out at gain 12, pedestal-subtracting weights are 
used, which take samples before the pulse to perform an event-by-event pedestal subtraction. 
For an electron with energy above about 160 GeV, the readout of the crystal on which it is 
incident may switch to gain 6. To achieve good energy resolution in these cases the ratio of the 
two nominal gains, 6 and 12, must be precisely determined. This was done by finding the gain 
ratio giving the best energy resolution for data taken with 180 GeV electrons [6]. For gain 6, the 
pedestal is measured periodically in independent pedestal runs.  
In order to equalize the response of each channel, an intercalibration procedure was carried 
out [4], using data taken with beam in the same period. 
 
Figure 2. Measurement of the electronics noise in single crystal channels and in arrays of crystals, in 
MeV equivalent. a) distribution of the amplitude reconstructed for a single channel; b) distribution of 
noise measurements in 1175 single channels; c) distribution of the noise measured in 839 arrays of 3x3 
crystals; d) distribution of the noise measured in 518 arrays of 5x5 crystals. 
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3. Noise measurements 
The electronics noise was measured by applying the amplitude reconstruction procedure to data 
taken with a random trigger, when there was no incident electron signal present (pedestal 
events). 
The distribution of reconstructed amplitudes for a single channel is shown in figure 2a. The 
width of this distribution is obtained from a Gaussian fit and is a measure of the noise. The 
distribution of such noise measurements for a large number of channels is shown in figure 2b. 
The mean single channel noise is 41.5 MeV equivalent. This level of noise is consistent with the 
MGPA design goal [13]. Figure 2c and figure 2d show the distributions of the measured noise in 
arrays of 3×3 and 5×5 crystals, which have average values of 127 and 213 MeV equivalent, 
 
Figure 3. Distribution of energy reconstructed for central incidence in arrays of 3x3 crystals centred on 
crystals 704 and 1104. a) 120 GeV electrons on crystal 704; b) 250 GeV electrons on crystal 704; c) 120 
GeV electrons on crystal 1104; d) 250 GeV electrons on crystal 1104. 
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respectively, about 3 times and 5 times the single channel noise. This shows that there is little 
channel-to-channel correlated noise. 
4. Energy resolution for central incidence 
4.1 Resolution at 120 and 250 GeV 
Central incidence is defined as incidence within a region 4×4 mm2 around the point of 
maximum shower containment [5]. For electrons incident within this area the average amount of 
the shower energy contained in the array is almost constant. Hence using data restricted to 
central incidence can provide a measure of the energy resolution of the calorimeter without 
contributions from variations in containment losses or intercalibration errors. However, only 7% 
 
Figure 4. Distribution of energy reconstructed for central incidence in arrays of 5x5 crystals centred on 
crystals 704 and 1104. a) 120 GeV electrons on crystal 704; b) 250 GeV electrons on crystal 704; c) 120 
GeV electrons on crystal 1104; d) 250 GeV electrons on crystal 1104. 
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of the events taken with the 20×20 mm2 trigger are within the central incidence boundaries. In 
this section, results are given for runs with 30,000 events taken in two crystals located at the 
same azimuth, but different pseudorapidity in CMS.  
The spectra of energy reconstructed in arrays of 3×3 and 5×5 crystals centred on crystals 
704 and 1104 are shown in figure 3 and figure 4, for 120 and 250 GeV electrons. For these plots 
the mean signal amplitude was normalised to the beam energy. 
A tail towards low energy can be observed in all these distributions. Nothing abnormal 
could be found in the signals for the events in these tails, but it is possible that they are due to 
electrons showering upstream in the beam line. 
The energy resolution was determined using a fit with a Gaussian combined with a 
polynomial tail. The resolutions obtained from the data shown in figure 3 and figure 4 are given 
in table 1. All these results have uncertainties of 0.01%, but have not been corrected for 
contributions from the energy spread of the beam. 
4.2 Resolution as a function of energy  
At all energies there is a spread in electron energy of ± 0.09% rms due to the beamline optics. In 
addition, fluctuations in synchrotron radiation make significant additional contributions to the 
energy spread [14] at the higher energies. These are 0.05%, 0.11% and 0.23% at 150, 180 and 
250 GeV, respectively, with estimated uncertainties of half these values. The results given in 
this section have both these contributions to the observed energy resolutions quadratically 
subtracted. 
 120 GeV 250 GeV 
 3x3 5x5 3x3 5x5 
Crystal 704 0.39% 0.42% 0.40% 0.43% 
Crystal 1104 0.43% 0.43% 0.42% 0.41% 
Table 1. The energy resolution measured with crystals 704 and 1104 at 120 and 250 GeV in arrays of 3×3 
and 5×5 crystals. The uncertainty on these results is 0.01%. The contribution from the energy spread of 
the beam has not been subtracted. 
 
Figure 5. Resolution as a function of the energy for the 3×3 array of crystals centred a) on crystal 704 
and b) on crystal 1104, with beam hodoscope cuts of 4×4 mm2. 
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The energy resolution was determined for central incidence for seven electron energies 





σ     
= + +    
    
 (1) 
where S is the stochastic term, N the noise and C the constant term, and E is the energy in GeV. The fit is 
performed with the noise term fixed for each crystal at the value measured in the pedestal runs. 
The energy resolutions using the 3×3 arrays centred on crystal 704 and on 1104 are shown 
in figure 5, together with the fitted resolution function curves. The error bars include both 
statistical and systematic errors, with the statistical uncertainties becoming large at the lower 
energies.  
Data were also taken with the beam centred on each of the nine crystals forming the 3×3 
arrays around each of the two reference crystals (704 and 1104). The mean values of the energy 
resolution measured for all 18 crystals are listed in table 2, for each incident energy. 
The results for all 18 crystals were fitted using eq. 1. The values of stochastic and constant 
terms thus obtained are shown in figure 6. The mean value of the stochastic term is 2.8% and 
that of the constant term is 0.30%.  
The values of the stochastic and constant terms are as expected from the statistical 
fluctuations in the number of photo-electrons produced in the APDs, the effects of longitudinal 
non-uniformities of the crystal response and the statistical fluctuations of the containment 
losses [3]. 
Energy (GeV) 20 30 50 80 120 180 250 
Resolution (%) 0.94 0.74 0.56 0.45 0.40 0.38 0.34 
Rms Spread (%) ± 0.058 ± 0.044 ± 0.025 ± 0.031 ± 0.021 ± 0.026 ± 0.027 
Table 2. Mean values of the energy resolution for arrays of 3×3 crystals centred on 18 different crystals, 
for each incident beam energy, and the rms spread over the 18 crystals. The contributions from the energy 
spread of the beam have been subtracted. 
 
Figure 6. Stochastic (left) and constant (right) terms obtained for 18 crystals, with the energy 
reconstructed in 3×3 arrays. 
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5. Correction for shower leakage 
The 3×3 and 5×5 arrays of crystals used to determine an incident electron’s energy do not fully 
contain the electron shower. The amount leaking out of the array depends on the electron’s 
incident position, due to the finite size of the array and because of the small gaps between the 
crystals. To achieve the desired energy resolution and uniformity of response when the incident 
electrons are distributed over the full crystal front face a correction must be applied on an event-
by-event basis [5]. 
The variation of the measured energy with the incident position is illustrated in figure 7, 
which shows the energy measured in the 3×3 and 5×5 arrays centred on each of three adjacent 
crystals as a function of incident position (in the η direction, measured with the beam 
hodoscope). The maximum response has been normalized to the beam energy (120 GeV) in 
each case. The region of incident position where the central crystal has the largest energy 
deposit (indicated by the arrows) does not coincide with the position of that crystal’s front face 
because of the 3º off-pointing, which is also responsible for the asymmetries observed. For each 
curve the envelope is determined largely by the variation of lateral leakage out of the array, 
while the dips near the vertical lines show the effect of the gaps between the crystals.  
In the region indicated by the arrows (where the energy measured in the array around 
crystal 204 would be used) the maximum variation in the measured energy is about 2.5% for the 
3×3 array and 1.6% for the 5×5 array. Similar distributions are obtained when plotting the 
measured energy as a function of incident position in the Φ direction. 
5.1 The correction method 
The method used to correct the non-uniform response illustrated in figure 7 uses the distribution 
of energy measured in the array itself to determine the correction [5]. Corrections are 
determined according to the distributions in the η and Φ directions independently. No position 
measurement external to ECAL is required, but instead a variable ln(E2/E1) is used, which is 
closely related to the electron’s position of incidence. Knowledge of the energy of the incident 
particle is also not required. 
The determination of the variable ln(E2/E1) is illustrated in figure 8 for a 3×3 array. By 
definition, the array is formed around the crystal with the largest energy deposit. To determine 
Figure 7. Left: mean energy measured in 3×3 arrays centred on crystals 184 (dots), 204 (squares), 224 
(triangles) as a function of incident position, η. Right: same for 5×5 arrays. The arrows indicate the region 
where crystal 204 has the largest energy deposit. 
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the quantities E1 and E2 related to the energy distribution in the η direction, the energies 
measured in the single crystals on the high and low η sides of the central crystal (W1 and W2 
respectively) are compared. Then the energies measured in each of the three columns of three 
crystals are summed, and the sum in the central column is added to the sum in the column 
containing the smaller of W1 and W2. This forms the two quantities E1 and E2: 
• If W1 < W2 (figure 8a) E1 is the sum of the energy in the central and high η columns, 
and E2 is the sum of the energy in the column at low η. In this case E2 < E1.  
• If W1 > W2 (figure 8b) E1 is the sum of the energy in the column at high η only, and 
E2 is the sum of the energy in the central and low η columns. In this case E2 > E1. 
The sum of the energy measured in the 3×3 array is then evaluated as a function of the 
variable ln(E2/E1). The logarithmic function is chosen because the energy density of 
electromagnetic showers falls off exponentially outside the shower core, making the distribution 
of events over ln(E2/E1) more uniform than that over, for example, the simple ratio E2/E1. 
Figure 9 shows the correspondence between ln(E2/E1) and the spatial coordinate X at the 
front of the crystal, as measured with the beam hodoscope. Large values of |ln(E2/E1)| occur for 
electrons near the centre of the crystal so that most of the energy is deposited in the central 
column of the matrix, belonging either to E2 (in which case E2>>E1) or E1 (in which case 
W2 W1 W2 W1





Figure 8. Definition of E1 and E2 when a) W1 < W2 and b) W1 > W2 (see text). The star represents the 
electron’s incident position. 
ln(E2/E1)












Figure 9. The parameter ln(E2/E1) versus coordinate X for 120 GeV electrons incident on crystal 204. 
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E1>>E2). For electrons incident near either edge of the crystal the energy is shared nearly 
equally between E1 and E2 and |ln(E2/E1)| approaches 0. 
To determine the correction, the mean measured energy is determined as a function of 
ln(E2/E1), and polynomials are fitted to the resulting distribuitions. Finally these polynomials 
are used to correct the data on an even-by-event basis. 
5.2 Application of the method 
The mean energies of 120 GeV electrons measured in the 3×3 and 5×5 arrays are plotted as a 
function of ln(E2/E1) in figure 10 and figure 11, for both η and Φ directions. The mean energy 
is normalized to 1 at ln(E2/E1) = -3. The data were obtained with the electron beam incident in 
turn on the centre of crystal 204 and on the middle of each of its four edges (as defined in 
section 2). Only events where crystal 204 contained the largest energy deposit were used. The 
positive and negative ln(E2/E1) distributions are not symmetric because of the 3º off-pointing 
geometry of the crystals. The curves are the polynomials fitted to the each of the positive and 
negative regions of the η and Φ distributions independently.  
The polynomial functions resulting from the fits are used to correct the energy measured in 
the array on an event-by-event basis. For each event the product of the corrections in η and in Φ 
ln(E2/E1)


























































Figure 10. Normalized mean energy measured in the 3×3 array around crystal 204 versus ln(E2/E1) in 
the Φ (left) and η (right) directions. The curves are 3rd order polynomial functions fitted to the measured 
distributions, independently for positive and negative values of ln(E2/E1). The square panels represent the 
central crystal with various regions indicated: T (top), B (bottom), L (left), R (right) and C1 and C2 (just 
off centre on each side). The labels on the distributions indicate in which region the electrons were 
incident. 
ln(E2/E1)














































Figure 11. The same as figure 10, but for the 5×5 array around crystal 204. 
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is applied. The maximum correction is about 0.5% larger in η than in Φ for both the 3×3 and the 
5×5 arrays. 
The energy reconstructed in the 3×3 array after the corrections have been applied is plotted 
as a function of the X and Y positions measured by the beam hodoscope in figure 12, with 
crystal 204 centred on the beam axis. The distributions obtained when the edge of the crystal is 
on the beam axis show a similar uniformity, as do all the distributions for the 5×5 array. 
5.3 Simulations 
Simulations were made using H4SIM [15] to define the geometry and GEANT4 to describe the 
electromagnetic showers. The results for 120 GeV electrons are shown in figure 13 and figure 14 
for the 3×3 and 5×5 arrays. The observed asymmetries between the positive and negative regions 
of ln(E2/E1) are well reproduced, as well as the difference in the asymmetries for the two arrays. 
However, the 0.5% differences in the maximum correction between the η and Φ directions seen 
in the data are not reproduced. This is not yet understood. 
5.4 Dependence on position in the calorimeter 
The data taken for crystals 204, 704 and 1104 were used to investigate the dependence of the 
leakage correction on the position in η in the calorimeter. The results are shown in figure 15 for 
the 3×3 arrays. In the η view, the spread between the three sets of distributions is smaller than 
~0.2%, while in Φ differences up to ~1% are seen. Broadly similar behaviour is seen for 5×5 
X (mm)
















































Figure 12. Corrected mean energy measured in the 3×3 array around crystal 204 versus X (left) and Y 
(right) positions as measured with the beam hodoscope. 
ln(E2/E1)














































Figure 13. Simulated normalized mean energy measured in the 3×3 array around crystal 204 versus 
ln(E2/E1) in the Φ (left) and η (right) directions. 
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arrays. This dependence on position in the calorimeter is also seen in simulations, although the 
effects are somewhat smaller. However, these effects are neglected here and the correction 
functions determined for crystal 204 at 120 GeV are used for all crystals and all incident 
energies. 
5.5 Energy resolution  
Figure 16 shows the effect of the corrections on the energy resolution when 120 GeV incident 
electrons are centred on crystal 204, using the full 20×20 mm2 trigger. The data were 
ln(E2/E1)
















































Figure 14. Simulated normalized mean energy measured in the 5×5 array around crystal 204 versus 
ln(E2/E1) in the Φ (left) and η (right) directions. 
ln(E2/E1)


















































Figure 15. Normalized mean energy measured in the 3×3 arrays around crystals 204, 704 and 1104, 
versus ln(E2/E1) in the Φ (left) and η (right) directions. 
Energy (GeV)

















m =   120.0 GeV
 =    0.52 GeVσ






















m =   120.0 GeV
 =    0.53 GeVσ





Figure 16. Distribution of measured energy before (unshaded) and after (shaded) correction for the 
shower leakage, for crystal 204, using (left) the 3×3 array of crystals and (right) the 5×5 array. 
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normalised such that the mean signal after the correction equals the beam energy. The corrected 
distribution is fitted as the sum of a Gaussian and a polynomial to describe the low energy tail. 
The energy resolution, for the sum in the 3×3 array, defined as the ratio of the rms of the 
Gaussian fit to the energy, is 0.43%. In the case of the 5×5 array, it is not significantly different. 
Figure 17 compares the energy resolution for central incidence with that using the full 
20×20 mm2 trigger, with the shower leakage correction applied, as a function of incident 
energy, measured in the 3×3 array around crystal 1104. Crystal 1104 was taken for this plot to 
 
Figure 17. Energy resolution measured in the 3×3 array around crystal 1104 with (squares) and without 
(dots) the 4×4 mm2 hodoscope cuts, as a function of incident energy, E. 
Energy (GeV)



















m =   120.0 GeV
 =    0.60 GeVσ





Figure 18. Left: Distribution of energy before (unshaded) and after (shaded) correction for the shower 
leakage when the incident beam is centred in turn at many locations in the 3×3 array of crystals around 
crystal 204. The beam was centred at, and symmetrically between, the positions of maximum response of 
the crystals. Right: Schematic indication of these beam positions marked with crosses. 
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be different to the crystal from which the correction functions were evaluated. The energy 
resolution obtained using the full trigger is about 0.1% worse than that for central incidence. 
Finally, figure 18 shows the effect of the corrections for data in which the beam was in 
turn centred on the centre of all crystals in the 3×3 array around crystal 204, on all four corners 
of the central crystal, and on the edges between the nine crystals. (As explained in section 2, the 
term centre refers to the position where the shower containment in the crystal is maximum, 
while edge and corner refer to positions mid way between the positions of maximum 
containment of two crystals.) This combination, with roughly equal amounts of beam in each 
position, approximates uniform coverage of the array. As for figure 16, the data have been 
normalised such that the mean signal after the correction equals the beam energy. The measured 
resolution is 0.50%. This value can be compared to 0.43% (figure 16) for electrons incident 
over the full 20×20 mm2 trigger area centred on the crystal. 
6. Conclusions 
The average measured noise of the ECAL read-out electronics is 41.5 MeV equivalent, meeting 
the design goal of the electronics, and there is no significant correlated noise in arrays of 3×3 or 
5×5 crystals used to reconstruct the energy of incident electrons.  
The energy resolution was measured for incident electrons of seven energies from 20 to 
250 GeV. For electrons incident within a 4×4 mm2 area about the point of maximum response, 
the measured resolutions are consistent with expectations, with mean values of the stochastic 
and constant terms of 2.8% and 0.3%, respectively. 
A method to correct for shower leakage out of the array used to reconstruct the electron’s 
energy has been developed, which uses only the distribution of energy measured within the 
array. Applying this correction for 120 GeV electrons incident on the central crystal of an array 
of 9 crystals, uniformly covered by the incident electrons, results in a energy resolution of 
0.50%. 
In CMS there will be an additional contribution to the constant term for the overall 
resolution from the precision of the intercalibration of all channels. However, with enough 
events the intercalibration errors are expected to be small [4] and the results in this paper show 
that the CMS ECAL should perform consistently with the design goals of the experiment. 
Acknowledgments 
We would like to thank and acknowledge the large community of technicians and engineers, 
from CERN and collaborating Institutes, who worked on the preparation of the supermodule 
and its setting up and operation in the test beam, as well as those setting up the equipment in the 
beam area. 
References 
[1] CMS collaboration, The Compact Muon Solenoid - Technical Proposal, CERN/LHCC 94-38 
(1994).  
[2] ALEPH, DELPHI, L3 and OPAL collaborations, Search for the standard model Higgs Boson at 
LEP, Phys. Lett. B 565 (2003) 61. 
[3] CMS collaboration, The Electromagnetic Calorimeter Project, Technical Design Report, 
CERN/LHCC 97-23 (1997). 
2007 JINST 2 P04004
 
– 15 – 
[4] CMS Collaboration, CMS Physics Technical Design Report Vol. 1, CERN/LHCC 2006-001 (2006). 
[5] J. Descamps and P. Jarry, Periodic position dependence of the energy measured in the CMS 
electromagnetic calorimeter, CMS Note 2006/045 (2006). 
[6] CMS Electromagnetic Calorimeter Group, P. Adzic et al., Energy resolution performance of the 
CMS Electromagnetic Calorimeter, CMS Note 2006/140 (2006). 
[7] CMS Electromagnetic Calorimeter Group, P. Adzic et al., Results of the first performance tests of 
the CMS electromagnetic calorimeter, Eur. Phys. J. C 44 (2006) 1. 
[8] P. Milenovic, J. Puzovic, D. Jovanovic, D. Maletic, G. Dissertori and P. Adzic, Performance of the 
CMS ECAL safety system for Super Modules SM0 and SM1, Nucl. Instrum. Meth. A554 (2005) 427.  
[9] P. Adzic et al., Proceedings of the 10th International Conference on Accelerator and Large 
Experimental Physics Control Systems, Geneva 2005, ICALEPCS, MO3.4-10 (2005); CMS 
Conference Report CR 2005/028 (2005). 
[10] L. Zhang, D. Bailleux, A. Bornheim, K. Zhu, R.Y. Zhu, Performance of the Monitoring Light 
Source for the CMS Lead Tungstate Crystal Calorimeter, IEEE Trans. Nucl. Sci. 52 (2005) 1123. 
[11] Z. Antunovic et al., Radiation hard avalanche photodiodes for the CMS detector, Nucl. Instrum. 
Meth. A537 (2005) 379, and references therein. 
[12] CMS Electromagnetic Calorimeter Group, P. Adzic et al., Reconstruction of the signal amplitude of 
the CMS electromagnetic calorimeter, Eur. Phys. J. C 46 (2006) 23. 
[13] M. Raymond, J. Crooks, M. French and G. Hall, The MGPA Electromagnetic Readout Chip for 
CMS, in Proceedings of the 9th Workshop on Electronics for the LHC Experiments, 2003, CERN-
LHCC-2003-055 (2003). 
[14] P. Grafstrom, The momentum resolution of the H4 beam for secondary beams in Filter Mode optics, 
CERN Accelerator and Beams SL-Note-97-81/EA (1997). 
[15] T. Frisson and P. Mine, H4SIM, a Geant4 simulation program for the CMS ECAL supermodule, 
Presented at the Geant4 10th international Conference, Bordeaux, November 2005. 
http://geant4.in2p3.fr/2005/Workshop/UserSession/P.Mine.pdf 
